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1. Charge most compatible electrical device directly without an 
adapter. 


2. If the devices combined power requirements exceed the power 
capacity of the USB ports, the charger will shut down to protect 
your electrical devices. 


3. Replace a standard duplex receptacle. 


4. The USB ports are used to charge portable electronic devices 
ONLY (NO data transfer capability). 


5. Back wire for easy installation. 


COMPATIBILITY 

The USB charger is compatible with USB powered devices such as: 
e iPad® e iPhone® ¢ iPod® 

e GPS e Game Systems ¢ Mobile Phones 

e E-Readers ¢ Blackberry ¢ Tablets 

¢ Bluetooth® ¢ Headsets ¢ Digital Cameras 


If necessary, pry four corners of the top cover for replacing top 
covers of different color. 


IMPORTANT SAFETY INSTRUCTIONS 


WARNING: Risk of Fire or Electric Shock. Do not use this 
replaceable top cover with any receptacle, other than the one 
specified in these instructions (refer to Table 1 for details). 


SAVE THESE INSTRUCTIONS 


on REV 2.0 


INSTALLATION INSTRUCTIONS 


WARNINGS AND CAUTIONS 


e To be installed and used in accordance with ane teste node 
and regulations. 


e If you are not sure about any part of these instructions, consult 
an electrician. 


e To be used with Class 2 connectors with interconnecting cables. 


e« The Class 2 USB ports are not intended for use with appliances 
and supporting products. 


e All connected Class 2 output cables must be routed away from 
the receptacle slots or any plug / cord inserted into the 
receptacle. 


e Use this device with copper or copper clad wire only. 


e Charging Devices with Batteries - Reducing the risk of 
overheating, fire, or explosion of batteries during recharging by 
checking the compatibility with appliance manufacturer's 
charging instructions. 


AVERTISSEMENTS ET MISES EN G 


¢ Pour étre installé et utilisé conformément au code et aux 
reglements appropriés. 


¢ Si vous n'étes pas sar d'une partie de ces instructions, consultez 
un électricien. 


« A utiliser avec des connecteurs de classe 2 avec des cables 
d'interconnexion. 


Les ports USB de classe 2 ne sont pas concus pour étre utilisés 
avec des appareils et des produits associés. 


¢ Tous les cables de sortie de classe 2 connectés doivent étre 
éloignés des emplacements de prise ou de toute fiche / cordon 
inséreé dans la prise. 


Utilisez cet appareil avec un fil de cuivre ou un fil de cuivre 
uniquement. 


e Charger des appareils avec des batteries - Réduire le risque de 
surchauffe, d'incendie ou d'explosion des batteries pendant la 
recharge en vérifiant la compatibilité avec les instructions de 
charge du fabricant de l'appareil. 


INSTALLATION 


1. WARNINGS AND CAUTIONS: TO AVOID FIRE, SHOCK, OR 
DEATH, TURN OFF POWER AT CIRCUIT BREAKER OR FUSE 
AND TEST THAT THE POWER IS OFF BEFORE WIRING! 


AVERTISSEMENTS ET MISES EN GARDE: POUR EVITER 
TOUT INCENDIE, TOUT CHOC OU LA MORT, COUPEZ LE 
DISJONCTEUR OU LE FUSIBLE ET TESTEZ QUE 
L’ALIMENTATION EST COUPEE AVANT LE CABLAGE! 


2. This device is to be installed in a wall box measuring at least 3" x 
2" x 2-1/2" (standard single gang electrical wall box) and wired in 
accordance with NEC article 314 box fill requirements. 


3. Connect wires per WIRING DIAGRAM as follows. To back wire, 
insert wires through terminal holes in the back, tighten terminal 
screws clockwise firmly. The 1.6 N-m terminal tightening torque 
is assigned. 


NOTE: Back wire terminals accept #14 - #12 AWG copper or 
copper clad wires only. 


4. Mount device in wall box with screws provided and mount wall 
plate. 


5. Restore power at circuit breaker or fuse. Installation is complete. 
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This device complies with Part 15 of the FCC rules. Operation is 
subject to the following two conditions: 

1.This device may not cause harmful interference. 

2.This device must accept any interference received, including 
interference that may cause undesired operation of the device. 


ELE GROUP CO., LTD 
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SUZHOU, JIANGSU, CHINA 215125 
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